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 GRADE 316 7X7 WIRE ROPE

CODE  DIA inch  DIA mm  WEIGHT 
kg/m  MBL

 WR-56477316  5/64  2  0.017  258

 WR-33277316  3/32  2.4  0.023  344

 WR-1877316  1/8  3.2  0.042  612

 WR-53277316  5/32  4  0.066  1030

 WR-31677316  3/16  4.8  0.095  1493

 WR-1477316  1/4  6.4  0.169  2320

 GRADE 316 7X19 WIRE ROPE

CODE  DIA inch  DIA mm  WEIGHT 
kg/m  MBL

 WR-564719316  5/64  2  0.017  239

 WR-332719316  3/32  2.4  0.024  344

 WR-18719316  1/8  3.2  0.043  611

 WR-532719316  5/32  4  0.067  956

 WR-316719316  3/16  4.8  0.096  1344

7x7 semi flexible, 
common for 
balustrades where 
a slight angle is 
required.
Can be wrapped around a 
thimble in smaller sizes.

7x7

7x19 most flexible. 
Common where a 
thimble and swage is 
used.
Bridco can supply wire rope 
in Grade 304 and PVC 
coated wire rope in white, 
black and clear on request.  
Please consult our sales department for size and 
pricing. Bridco recommend checking stainless steel 
wire rope proces before purchasing.

7x19
METRIC WIRE AVAILABLE ON REQUEST

wire rope

316 Grade Stainless Steel Wire Rope

Bridco stock a large  
range of quality  
stainless steel rope. 

When accompanied  
with stainless steel  
wire rope fittings,  
wire rope applications are endless.
1 x 19 Least flexible, most common for balustrades 
will not bend around corners or angles.

 GRADE 316 1X19 WIRE ROPE

CODE  DIA inch  DIA mm WEIGHT 
kg/m  MBL

 WR-332119316  3/32  2.4  0.029  483

 WR-18119316  1/8  3.2  0.051  861

 WR-532119316  5/32  4  0.08  1340

 WR-316119316  3/16  4.8  0.115  1935
METRIC WIRE AVAILABLE ON REQUEST

1x19
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wire rope

Wire Size Wire Type Saddle Turnbuckle Thimble Hand Swage 
Ferrule Swaging Tool

5/64” (2.0mm) 7X7 or 7X19 SS-322-05 SS-311E-04 SS-234-02 CP-120NP CP-731

3/32” (2.4mm) 7X7 or 7X19 SS-322-05 SS-311E-04 SS-234-03 CP-125NP CP-731

1/8” (3.2mm) 7X7 or 7X19 SS-322-05 SS-311E-05 SS-234-03 CP-130NP CP-763

5/32” (4.0mm) 7X7 or 7X19 SS-322-06 SS-311E-06 SS-234-04 CP-140NP CP-774

3/16” (4.8mm) 7X7 or 7X19 SS-322-08 SS-311E-08 SS-234-05 CP-150NP CP-775

Traditional Open Body Turnbuckle with Hand Swage Eyes

Wire Size Wire Type Tensioner Swage Stud
Flat Head 
Terminal Die Swaging Tool

1/8” (3.2mm) 1X19 SS-7500-06 SS-7801-03M SS-7840-03Z HEX 3 GPP20T

5/32” (4.0mm) 1X19 SS-7500-06 SS-7801-046 SS-7840-04 HEX 4 GPP40T

Modern Allen Key Head Tensioner-Swage 
Stud with Flat Head Terminal

Wire Size Wire Type Lag Screw LHT Lag Screw RHT Die Swaging Tool

1/8” (3.2mm) 1X19 SS-7831L-06 SS-7831R-06 HEX 3 GPP20T

Slimline Lag Screw Swage Stud

Wire Size Wire Type Tensioner Swage Stud Die Swaging Tool

3/32” (2.4mm) 1X19 SS-7500-05 SS-7801-225 HEX 3 GPP20T

1/8” (3.2mm) 1X19 SS-7500-06 SS-7801-03M HEX 3 GPP20T

5/32” (4.0mm) 1X19 SS-7500-06 SS-7801-046 HEX 4 GPP40T

3/16” (4.8mm) 1X19 SS-7500-08 SS-7801-05M HEX 5 GPP40T

Modern Allen Key Head Tensioner-Swage Stud

Wire Size Wire Type Screw Swage Stud Die Swaging Tool

1/8” (3.2mm) 1X19 SS-98-05 SS-7811-503 HEX 3 GPP20T

5/32” (4.0mm) 1X19 SS-98-06 SS-7811-604 HEX 4 GPP40T

Slimline Internal Threaded Swage Stud with Pan Head Screw
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Wire Size Wire Type Screw Eye Rigging Screw Fork Terminal Hex Die Swaging Tool

3/32” (2.4mm) 1X19 SS-3182-0660 SS-312T-525 SS-7803-225 HEX 2.5 GPP20T

1/8” (3.2mm) 1X19 SS-3182-0660 SS-312T-503 SS-7803-305 HEX 3 GPP20T

5/32” (4.0mm) 1X19 SS-3182-0660 SS-312T-604 SS-7803-406 HEX 4 GPP40T

3/16” (4.8mm) 1X19 SS-3182-0860 SS-312T-805 SS-7803-05 HEX 5 GPP40T

Wire Size Wire Type Saddle Rigging Screw Fork Terminal Hex Die Swaging Tool

3/32” (2.4mm) 1X19 SS-322-05 SS-312T-525 SS-7803-225 HEX 2.5 GPP20T

1/8” (3.2mm) 1X19 SS-322-05 SS-312T-503 SS-7803-305 HEX 3 GPP20T

5/32” (4.0mm) 1X19 SS-322-06 SS-312T-604 SS-7803-406 HEX 4 GPP40T

3/16” (4.8mm) 1X19 SS-322-08 SS-312T-805 SS-7803-05 HEX 5 GPP40T

Wire Size Wire Type Eye Bolt Rigging Screw Fork Terminal Hex Die Swaging Tool

3/32” (2.4mm) 1X19 SS-444-612 SS-312T-525 SS-7803-225 HEX 2.5 GPP20T

1/8” (3.2mm) 1X19 SS-444-612 SS-312T-503 SS-7803-305 HEX 3 GPP20T

5/32” (4.0mm) 1X19 SS-444-612 SS-312T-604 SS-7803-406 HEX 4 GPP40T

3/16” (4.8mm) 1X19 SS-444-840 SS-312T-805 SS-7803-05 HEX 5 GPP40T

Screw Eye - to suit timber post

Saddle - to suit timber or metal post

Eye Bolt - to suit blind rivet nut or tapped metal post

Jaw/Swage Rigging Screw and Fork Terminal

Wire Size Wire Type Saddle Turnbuckle Thimble Hand Swage 
Ferrule Swaging Tool

5/64” (2.0mm) 7X7 or 7X19 SS-322-05 SS-312J-05 SS-234-02 CP-120NP CP-731

3/32” (2.4mm) 7X7 or 7X19 SS-322-05 SS-312J-05 SS-234-03 CP-125NP CP-731

1/8” (3.2mm) 7X7 or 7X19 SS-322-05 SS-312J-05 SS-234-03 CP-130NP CP-763

5/32” (4.0mm) 7X7 or 7X19 SS-322-06 SS-312J-06 SS-234-04 CP-140NP CP-774

3/16” (4.8mm) 7X7 or 7X19 SS-322-08 SS-312J-08 SS-234-05 CP-150NP CP-775

Closed Body Rigging Screw with Hand Swage Eyes

wire rope fittings
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wire rope fittings

# Indicates mini fittings, both mini bottlescrews are 
pressed with HEX3 dies.

* Available in economy range of fittings. 
Please consult our sales department for pricing.

BOTTLESCREW JAW AND SWAGE STUD

CODE THREAD 
SIZE

TO SUIT 
WIRE 
SIZE

L1 
MIN

L1 
MAX H A PIN 

DIA
TDL 
KG

#SS-312TX-025 M5 3/32” 109 149 11.5 6 5 600

#SS-312T-020 M5 1/8” 109 149 11.5 6 5 600

*SS-312T-503 M5 1/8” 153 193 11.5 7 5 600

SS-312T-503M M5 3mm 153 193 11.5 7 5 600

SS-312T-604 M6 5/32” 177 225 12.5 8 6 1000

SS-312T-635 M6 1/8” 167 207 12.5 8 6 1000

SS-312T-603M M6 3mm 167 207 12.5 8 6 1000

SS-312T-845 M8 5/32” 200 260 15.5 11 8 1400

SS-312T-805 M8 3/16” 205 265 15.5 11 8 1400

* Available in economy range of fittings. 
Please consult our sales department for pricing.

# Indicates mini forks, both mini forks are pressed with HEX3 
dies.

FORK TERMINAL

CODE
WIRE 
MET

DIA 
IMP

D3 L1 L2 L3 A

#SS-7803X-025 2.5 3/32” 5 45 28 11.5 7

#SS-7803-225 2.5 3/32” 5 45 28 11.5 7

#SS-7803-905 1/8” 5 45 28 11.5 7

*SS-7803M-305 1/8” 5 67 40 11.5 7

*SS-7803M-305 3 5 67 40 12 7

SS-7803-03 1/8” 6 65 32 13 8

SS-7803M-03 3 6 65 32 13 8

SS-7803-406 4 5/32” 6 73 45 15 8

SS-7803-04 4 5/32” 8 77 46 15 11

SS-7803-05 3/16” 9 87 51 15 11

SS-7803M-05 5 9 87 51 18 11

* Premium range of bottlescrews show tested 
deformation load. Lubricant needed to reduce 
possibility of thread binding.

BOTTLE SCREW TOGGLE AND SWAGE STUD

CODE THREAD 
SIZE

TO SUIT 
WIRE SIZE

L1 
MIN

L1 
MAX H A PIN 

DIA

SS-3121T-63 M6 1/8” 142 215 12 8 6

SS-3121T-64 M6 5/32” 142 215 12 8 6

SS-3121T-84 M8 5/32” 180 260 17 11.5 8

SS-3121T-85 M8 3/16” 180 260 17 11.5 8

TOGGLE TERMINAL - OLD STYLE

CODE
WIRE 
MET

DIA 
IMP

A D3 L1 L2 L3

SS-7805-04 4 5/32” 10.7 8 78 45 11

SS-7805-05 3/16” 12.5 9 92 51 15
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wire rope fittings

A lubricant is recommended when using all stainless 
steel turnbuckles to help prevent binding.

STAINLESS STEEL TURNBUCKLES WITH LOCK NUTS

CODE DIA 
MM STYLE LENGTH 

MIN
LENGTH 

MAX B L TDL 
KG

*SS-311E-04 4 E & E 98 135 8 475

SS-311H-04 4 H & H 98 135 7 100

SS-311HE-04 4 H & E 98 135 8 100

SS-311E-05 5 E & E 120 170 8 680

SS-311H-05 5 H & H 120 170 7 130

SS-311HE-05 5 H & E 120 170 7 130

*SS-311J-05 5 J & J 120 170 6 10 680

* SS-311E-06 6 E & E 150 220 10 1500

SS-311H-06 6 H & H 120 220 9 350

SS-311HE-06 6 H & E 155 220 9 350

*SS-311J-06 6 J & J 150 220 7 9 1500

*SS-311E-08 8 E & E 200 280 12 2300

*SS-311H-08 8 H & H 225 280 10 650

*SS-311HE-08 8 H & E 225 280 9 650

*SS-311J-08 8 J & J 195 265 10 10 2300

Legend:  E = Eye 
  H =  Hook 
    J =  Jaw
* Available in economy range of fittings.
 Please consult our sales department for pricing

EYE TERMINAL

CODE
WIRE 
MET

DIA 
IMP

L1 L2 D1 D W

SS-7802-025 2.5 3/32” 49 32 5.5 12.5 2.5

SS-7802M-03 3 54.5 40 6-5 14 4

SS-7802-03 1/8” 54.5 40 6.5 14 4

SS-7802-04 4 5/32” 68 48 8.5 17 4.5

SS-7802-05 3/16” 74.25 54 10.5 22 5.7

SS-7802M-05 5 74.25 54 10.5 22 5.7

Proof Loading of this product available on request.
TDL = TESTED DEFORATION LOAD

BOTTLESCREW JAW & JAW WITH LOCK NUTS

CODE DIA LENGTH 
MIN

LENGTH 
MAX L H A TDL 

KG

SS-312J-05 M5 125 185 80 11.5 7.5 750

SS-312J-06 M6 140 215 90 12.5 8.3 1400

SS-312J-08 M8 165 250 105 15.5 11.8 2200

BOTTLESCREW TOGGLE & TOGGLE

CODE DIA LENGTH 
MIN

LENGTH 
MAX A H L

TDL 
KG

SS-3125-06 M6 150 200 7.8 12 90 900

SS-3125-08 M8 185 260 11 17 104 1650
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wire rope fittings

Use with bevelled washer for angles.

TENSIONER ALLEN KEY HEAD  

CODE D1 D2 L1 L2 G

SS-7500-05 8 12 33 30 M5

SS-7500-06 8 12 40 35 M6

INTERNAL THREAD TERMINALS

CODE
WIRE 
DIA

L1 D1 D2 L3 G

SS-7811-503 1/8” 88 6.35 8 35 M5

SS-7811-604 5/32” 95 7.5 8 35 M6

All care is taken to ensure 
measurements are correct at time 
of printing. However changes 
may occur so it is advised to 
confirm sizes if dimensions are 
critical.

SWAGE STUD (THREADED TERMINAL) 

CODE 
WIRE DIAMETER 

METRIC
WIRE DIAMETER 

IMPERIAL
THREAD L1 L2 L3 THREAD

SS-7801-225 2.4 3/32” M5 81 30 40

SS-7801-225L 2.4 3/32” M5 Left 81 30 40

SS-7801-02M 2.4 3/32” M6 86 32 40

SS-7801-03L 1/8” M6 Left 91 40 40

SS-7801-03M 1/8” M6 91 40 40

SS-7801M-03M 3 M6 97 40 40

SS-7801M-03ML 3 M6 Long 118 40 75

SS-7801-03ML 1/8” M6 Long 118 40 75

SS-7801-03MY 1/8” M6 100 52 42

SS-7801-305 1/8” M5 91 40 40

SS-7801-020 1/8” M5 59 33 22.5

SS-7801M-020 3 M5 58.7 34 22.5

SS-7801M-305M 3 M5 91 40 40

SS-7801-305L 1/8” M5 Left 90 40 40

SS-7801-04L 4 5/32” M8 Left 118 43 57

SS-7801-04M 4 5/32” M8 120 47 90

SS-7801-04ML 4 5/32” M8 Long 143 47 90

SS-7801-046 4 5/32” M6 116 46 50

SS-7801-046L 4 5/32” M6 Left 116 46 50

SS-7801-05L 3/16” M8Left 121 58 57

SS-7801-05M 3/16” M8 121 53 60

SS-7801M-2416 16 M24 355 160 170
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EYE BOLTS

CODE A L B BS (KG)

SS-3191-64 M6 35 13 1000

SS-3191-655 M6 50 13 1000

SS-3191-68 M6 75 13 1000

SS-3191-88 M8 75 17 1800

SS-3191-810 M8 95 17 1800

EYE BOLT
CODE THREAD L L1 D D1 W

SS-444-612 M6 12 10 6 14 6

SS-444-625 M6 20 15 6 14 6

SCREW EYE
CODE W D L1 L D2

SS-3182-0660 6 6 60 40 6.3

SS-3182-0860 9 8 59.5 40 8.4

MEDIUM WEIGHT SADDLES

CODE D L W H FASTENER 
GAUGE

*SS-322-05 5 54 20 13 5

*SS-322-06 6 62 21 15 6

*AVAILABLE IN ECONOMY RANGE

TDL = TESTED DEFORMATION LOAD

FLAT HEAD TERMINALS

CODE
WIRE 
SIZE

L1 A2 A1

SS-7840-03Z 1/8” 48.5 10 6.35

SS-7840-04 5/32” 59 12 7.5

CONE HEAD TERMINALS - 304 GRADE

CODE
WIRE 
SIZE

L A2 A1

SS-7841-03 1/8” 48.5 10 6.35

eye nuts and bolts

wire rope fittings

Bridco swage lag 
screws use left hand 
thread one end and 
right hand the other, 
tension is gained while 
screwing in.

SWAGE STUD WITH LAG SCREW

CODE A D L L1 L2

SS-7831R-06 1/8” 6mm Right 90 40 40

SS-7831L-06 1/8” 6mm Left 90 40 40

wR = Right hand thread 
L = Left hand thread
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grommets

GROMMETS
Used when passing wire rope through steel, aluminium 
or even timber posts. These UV stabalised, high density 
polythene grommets give a neat appearance as well as 
protection from chafe and electrolysis.

NYLON GROMMET - FLAT

CODE A 
mm

B 
mm

C 
mm

D 
mm COLOUR DRILL 

SIZE

NR-106874FB 6.2 10 12 9 BLACK 11/32”

NR-106874FS 6.2 10 12 9 SILVER 11/32”

NR-106874FC 6.2 10 12 9 CLEAR 9mm

NYLON GROMMET - TO SUIT CURVED SURFACES    

CODE A 
mm

B 
mm

C 
mm

D 
mm

COLOUR DRILL 
SIZE

NR-107090CW 7 7.8 13.4 9 WHITE 11/32”

NR-107090CG 7 7.8 13.4 9 GREY 11/32”

NR-107090CB 7 7.8 13.4 9 BLACK 11/32”

NYLON GROMMET - 37 DEGREE (SPLIT) FOR FLAT SURFACES

CODE A 
mm

B 
mm

C 
mm

D 
mm COLOUR DRILL 

SIZE

NR-104090AW 4.2 8 15 9 WHITE 11/32”

NR-104090AG 4.2 8 15 9 GREY 11/32”

NR-104090AB 4.2 8 15 9 BLACK 11/32”

NYLON GROMMET - SPLIT FOR FLAT SURFACES

CODE A 
mm

B 
mm

C 
mm

D 
mm COLOUR DRILL 

SIZE

NR-104290FB 4.2 8 13 9 BLACK 11/32”

NR-104290FG 4.2 8 13 9 GREY 11/32”

NYLON GROMMET - TO SUIT CURVED SURFACES

CODE A 
mm

B 
mm

C 
mm

D 
mm COLOUR DRILL 

SIZE

NR-104080CW 4.5 6 12 8 WHITE 5/16”

NR-104080CG 4.5 6 12 8 GREY 5/16”

NR-104080CB 4.5 6 12 8 BLACK 5/16”

NYLON GROMMET - TO SUIT FLAT SURFACES

CODE A 
mm

B 
mm

C 
mm

D 
mm COLOUR DRILL 

SIZE

NR-108127FW 8.6 8.2 15.8 12.8 WHITE 1/2”

NR-108127FG 8.6 8.2 15.8 12.8 GREY 1/2”

NR-108127FB 8.6 8.2 15.8 12.8 BLACK 1/2”
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For use on stairways where a through post fitting such 
as a tensioner is being used.  
SS-7702-02 can be used with Bridco Tensioner SS-7500.

Architectural Balls or Bevelled Washers can be used with 
internal threaded terminals or tensioners for angles, e.g. 
stairs etc.

STAINLESS STEEL BEVELLED WASHERS

CODE D1 D2 L1 G

SS-7702-01 6 13 35 DEGREES 11

SS-7702-02 8.2 13 35 DEGREES 11

SS-7702-01R 6 13 35 DEGREES 11

SS-7702-02R 8.2 13 35 DEGREES 11

NYLON WASHER TO SUIT TENSIONERS

CODE TO SUIT

NR-WASH-08NYL SS-7500-05  SS-7500-06

ARCHITECTURAL BALL

CODE D D1 D2

SS-7701-503 15 5.3 10

SS-7701-604 20 6.3 11

STAINLESS STEEL ADJUSTABLE ANGLES  
FOR SQUARE POSTS

CODE NOMINAL 
SIZE

SUIT 
THREAD 

SIZE
D 

mm
D1 

mm
D2 

mm
FROM 

W
TO 
W

FROM 
H

TO 
H

SS-7703-06 6 5.3 6.4 13 20 25deg 45deg 9.5 10.5

STAINLESS STEEL ADJUSTABLE ANGLES  
FOR ROUND POSTS

CODE NOMINAL 
SIZE

SUIT 
THREAD 

SIZE
D 

mm
D1 

mm
D2 

mm
FROM 

W
TO 
W

FROM 
H

TO 
H

SS-7704-06 6 M4-M6 6.4 13 20 25deg 45deg 12 13

fittings
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fasteners

COUNTER SUNK PHILLIPS HEAD SELF TAPPERS – 304 
CODE GAUGE LENGTH

SS-ST-6030 6 3/4”

SS-ST-6032 6 1”

SS-ST-6036 6 1 1/4”

SS-ST-6048 6 1 1/2”

SS-ST-8032 8 1”

SS-ST-8056 8 1 3/4”

SS-ST-1064 10 2”

SS-ST-1250 12 2”

PAN HEAD PHILLIPS HEAD SCREWS
CODE HEAD DIA LENGTH THREAD

SS-98-0550 9 50 M5

SS-98-0650 10 50 M6

BUTTON HEAD SOCKETSCREWS
CODE HEAD DIA LENGTH THREAD

SS-98-515 9 15 M5

SS-98-05 9 30 M5

SS-98-06 10 40 M6

LIGHT WEIGHT WIRE ROPE THIMBLE – 304 GRADE
CODE ROPE SIZE C D A E B

SS-234-03 3MM 25 5.5 10 4.5 18

SS-234-04 4MM 27 6.5 11 5 19

SS-234-05 5MM 32.5 7 14 6 22

* AVAILABLE IN G316 - SS-234-08/316

WIRE ROPE GRIP
CODE ROPE SIZE B B1 B2 D1 H1 H2 L1

SS-260-03 3MM 14 5.5 16 3 22 11 16

SS-260-04 4MM 16 6 18 4 23 13 18

SS-260-05 5MM 19 7 21 5 27 15 21

Attach Wire Rope Grips as shown in the above diagram. 
Note: Pulling wire sits on the base of the grip.

BLIND RIVET NUT – 304 GRADE
CODE THREAD D x L S DRILL BIT

SS-BRN05 M5 8 7 11.6 0.5 7.5

SS-BRN06 M6 10.5 9 13.8 0.5 9.5

SS-BRN08 M8 11.3 10 15.8 0.5 10.5

SS-BRN10 M10 14.1 13 18.9 0.5 13.5
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swages

COPPER SLEEVE (NP = NICKEL PLATED)

CODE FOR WIRE SIZE 
MM

FOR WIRE SIZE 
IMP BORE *1 LENGTH BEFORE 

SWAGING
BITES PER 

SLEEVE 
(MIN) *2

CP-105 1.5 1/16” 4.9 8 2

CP-115P 1.6 1/16” 4.9 8 2

CP-120 2 5/64” 4.9 9 2

CP-115NP 2 5/64” 4.9 9 2

CP-125 2.5 3/32” 6 10 2

CP-125NP 2.5 3/32” 6 10 2

CP-130 3 1/8” 7.3 13 2 – 3

CP-130NP 3 1/8” 7.3 13 2 – 3

CP-140 4 5/32” 9.1 16 2 – 3

CP-140NP 4 5/32” 9.1 16 2 – 3

CP-150 5 3/16” 10.9 18 2 – 3

• 1 BORE = Dia of cavity in the pressing tool or die used for pressing.
* 2 = When using CP hand tool

hand swaging tools

HAND SWAGING TOOLS

MADE IN NEW ZEALAND  – PROFESSIONAL QUALITY

CODE TO PRESS SLEEVES OVERALL  
LENGTH

WEIGHT 
KG

CP-731 1.5mm (1/16”), 2.5mm (3/32”) 320mm .85

CP-763 2mm (5/64”), 2.5mm (3/32”), 3mm (1/8”) 630mm 2.75

CP-774 3mm (1/8”), 4mm (5/32”) 780mm 4.0

CP-775 4mm (5/32”), 5mm (3/16”),  
6mm & 8mm fibre rope sleeves

780mm 4.0

CODE HEX SWAGE PLIERS OVERALL 
LENGTH

WEIGHT 
KG

CP-793H 3mm HEX SWAGE PLIERS 900mm 6

CP-794H 4mm HEX SWAGE PLIERS 900mm 6

Jaws are made from alloy steel, hardened and tempered. 
Good quality tools with easy re-adjustments.

WIRE ROPE CUTTERS

CODE BRAND MAX WIRE SIZE OVERALL LENGTH WEIGHT KG

CP-606 HIT 4mm 200mm .33

CP-609 HIT 6mm 345mm .82

BRIDCO ROPE CUTTERS

CODE MAX WIRE OVERALL WEIGHT KG

CP-WRC04 4mm 200mm 0.31
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talurit swagers

TALURIT is a trademark of Talurit AB. All unauthorised use is prohibited.

20 TON 1-PILLAR SWAGER
TALURIT™

TALURIT™  –  here with a small 
Swager with high capacity

Max. swaging force (kN) 200 Type of die A

Max fluid pressure (bar) approx. 630 Max. die length (mm) 39

Length of stroke (mm) 13 Dimensions L x W x H (mm) 400 x 150 x 160

Capacity 
- Single stage (T)
- Multi stage (T/UM)

6,5
9/10

Weight (kg) 18,7

TECHNICAL DATA

          Part Number: GPP20T

The 20-ton Swager has a single pillar open throat design and the built in 
pump is very efficient. Less than 20 strokes close the dies!

Due to lightweight  and easy operation it is suitable to use in the field.

The pump handle is also used as a carrying handle in its locked position. 

In a single stage swage T-ferrules up to No. 6,5 can be swaged. Multi stage 
swaging makes it possible to swage T-ferrules up to No. 9.  
Note! All our dies are manufactured from hardened and tempered die steel 
for long life and durability.

Operating the pump: Close the relief valve on the pump and start 
pumping the handle to close the dies. Open the relief valve to open the 
dies.

 Economically priced
 Robust design
 Total reliability
 Easy to place
 Easy to carry
 Easy to use



Distributors throughout 
Australia and New Zealand

BRIDGE & COMPANY PTY LTD 
ABN 79 010 586 857 
37 Taree Street Burleigh QLD 4220
Telephone: (07) 55 935 688  
Fax: (07 55 935 872
Email: bridge@bridco.com.au
www.bridco.com.au


