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SECTION SIX

140

Modular Handrail Systems

FIXED WALL MOUNT – ROUND RAIL
CODE RAIL DIA MM FINISH

AN-140112048G 48.3 - 50.8 SATIN 

FIXED BOLT MOUNT – FLAT RAIL
CODE RAIL DIA MM FINISH

AN-143224000G FLAT SATIN 

FIXED BOLT MOUNT – ROUND RAIL
CODE RAIL DIA MM FINISH

AN-143224048G 48.3 - 50.8 SATIN 

RIGHT DOUBLE THREADED COACH SCREWS 

CODE A B1 B2 C D
SS-78311-08 M8 100 47 40 8

The above item is required for securing wall mounted Handrail brackets. 
1 coach screw per bracket.

BOLT MOUNT – WELDED RAIL
CODE DESCRIPTION FINISH

AN-140114000G * WALL BRACKET SATIN
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HANDRAIL BRACKET – ROUND RAIL
CODE TUBE DIA MM FINISH

AN-140708048G 48.3 - 50.8 SATIN 

HANDRAIL BRACKET – FLAT RAIL
CODE TUBE DIA MM FINISH

AN-140708000G FLAT SATIN 

FIXED BOLT MOUNT – FLAT RAIL
CODE RAIL DIA MM FINISH

AN-140117000G FLAT SATIN 

AN-140117000MG FLAT MIRROR

FIXED BOLT MOUNT – ROUND RAIL
CODE RAIL DIA MM FINISH

AN-140117048G 48.3 - 50.8 SATIN 

AN-140117048MG 48.3 - 50.8 MIRROR


