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cromox Grade 60 Chains & Fittings

QUALITY MADE IN GERMANY
Ketten Wälder CHAIN-TECHNOLOGY

We are a since generations family owned company.
Customer based and solution oriented production
reflects our philosophy.
Through delivery of top notch products and customized
solutions for widely varying requirements, straight forward
order processing and a reliable after sales service,
we create a pleasant business atmosphere.

T H E  N E W  D I M E N S I O N  O F  S TA I N L E S S
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cromox Chain Slings and Components.  
Stainless Grade 60

cromox Chain Slings and 
Accessories    

cromox Chain Slings and 
Accessories from Ketten Wälder 
provide safety for demanding 
lifting and heavy-duty transports 
with superior protection against 
corrosion in harsh environments 
and increased longevity. Designed 
by our engineers with the utmost 
safety and durability  
in mind.
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Load Capacity Table for Chain Slings

Ring- and hook-ended Slings similar DIN 5688 – 1 Grade 60	

Method of  
lifting Angle  
of inclination 

W.L.L. in t

1-leg 2-leg, 3-leg & 4-leg

Direct Tied Direct 60° Direct 90° Tied 90° Direct 120° Tied 120°

Nominal chain  
thickness acc.  
to DIN 5687

90° 120°

4 0.40  0.30 0.65 0.55 0.45 0.40 0.30
5 0.63  0.50 1.05 0.85 0.70 0.63 0.50
6 0.90 0.70 1.55 1.25 1.00 0.90 0.70
7 1.25 1.00 2.15 1.75 1.40 1.25 1.00
8 1.55 1.20 2.65 2.15 1.70 1.55 1.20
10 2.45 1.95 4.20 3.45 2.70 2.45 1.95
13 3.85 3.05 6.65 5.40 4.30 3.85 3.05
16 6.00 4.80 10.35 8.40 6.70 6.00 4.80
18 8.00 6.40 13.80 11.20 8.95 8.00 6.40

The above-mentioned working load limits correspond approximately to the following load factors:

1.00  0.80 1.73 1.40 1.12 1.00 0.80

 The strain must be reduced to 50 % of the W.L.L. for unbalanced lifting.

Dependent on chain type and method of lifting.
Note: Slings may need to be de-rated to Grade 50 in some cases.

Loop chains vertically hanging	 Basket chain with Master Link	

Method of  
lifting Angle  
of inclination

W.L.L. in t *W.L.L. in t

Direct  
0°°

Direct  
0°

Tied 
0°

Tied 
0° 90° 120° 90° 120°

Nominal chain  
thickness acc.  
to DIN 5687

4 0.80 1.60 0.60 1.25 0.45 0.30 0.65 0.45
5 1.26 2.50 1.00 2.00 0.70 0.50 1.05 0.75
6 1.80 3.60      1.45 2.85 1.00 0.70 1.50 1.05
7 2.50 5.00 2.00 4.00 1.40 1.00 2.10 1.50
8 3.10 6.20 2.45 4.95 1.70 1.20 2.60 1.85
10 4.90 9.80 3.90 7.80 2.70 1.95 4.15 2.90
13 7.70 15.40 6.20 12.30 4.30 3.05 6.50 4.60
16 12.00 24.00 9.60 19.20 6.70 4.80 10.20 7.20
18 16.00 32.00 12.80 25.60 8.95 6.40 13.60 9.60

The above-mentioned working load limits correspond approximately to the following load factors:

  2.00 2x2 1.60 3.20 1.12 0.80 1.70 1.20

 The strain must be reduced to 50 % of the W.L.L. for unbalanced lifting.

*Dependent on chain type and method of lifting.
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Chains 

cromox Chain CK Grade 60  
similar DIN 5688-1. sand blasted. AISI 316L up to 
7mm, AISI 318LN above 8mm

Type
W.L.L. Dimensions mm Weight

t d t b1 min b2 max kg
*CK 4 0.40 4.0 12.0 5.0 13.7 0.350
KW-CK5 0.63 5.0 15.0 6.5 18.5 0.540
KW-CK6 0.90 6.0 18.0 7.8 22.2 0.800
KW-CK7 1.25 7.0 21.0 9.1 25.9 1.100
KW-CX8 1.55 8.0 23.8 9.6 27.0 1.400
KW-CX10 2.45 10.0 29.8 12.0 34.3 2.200
KW-CX13 3.85 13.0 38.0 15.6 43.0 3.380
KW-CX16 6.00 16.0 47.8 19.2 54.90 5.620
*#CX 18 8.00 18.0 54.0 24.3 64.8 7.300
*#CX 22 11.00 22.0 66.0 29.5 79.2 10.900
*#CX 26 15.00 26.0 78.0 35.0 93.6 15.200

*Not stocked. Available on Request. 
Codes with CX are Duplex AISI 318LN (2205 Duplex)

cromox Loop Chains CELK. Grade 60 
bright polished. AISI 316L

Type W.L.L. vertical
t

W.L.L. 
t

W.L.L. 
t

L

CELK	 4 0.80 0.45 0.30
CELK	 5 1.26 0.70 0.50
CELK	 6 1.80 1.00 0.70
CELK	 7 2.50 1.40 1.00
CELK	 8 3.10 1.70 1.20
CELK	 10 4.90 2.70 1.95
CELK	 13 7.70 4.30 3.05
CELK	 16 12.00 6.60 4.80

L = Length 1000 mm  Circumference  2000 mm

Note:
Custom sizes and finishes upon request

-40°C to +250°C over 250°C  to 350°C* over 350°C  to 450°C

W.L.L. 100% 75% 50%
*1.4462 (AISI 318LN) max 350°C allowed

Working Load Limit (AISI 316L) dependent on chain temperature

This section  
on Request.

120°90°

tt

d

b2 b1

Advantages of 
electropolishing 
Electrolytic polishing is an 
electro-chemical process for 
surface treatment which 
causes ferritic ions to leave the 
material surface. The intended 
purpose is to reduce the 
microroughness. Therefore 
dirt or product remains are 
much more unlikely to stick to 
the chain. The cleanability is 
improved. Electrolytic 
polishing is also used for 
deburring, buffing or 
passivating. 

The process effects a 
metallurgical clean surface 
without defects. The material‘s 
corrosion resistance is fully 
exploited.
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cromox Oblong Master Link CAGF. Grade 60  
for 1- and 2-leg chain slings. sand blasted. AISI 318LN (2205 Duplex)

Oblong Master Links and Multi Master Link  
with Flattened Section

These master links 
have a 
flattened section to 
allow the use of 
connectors  
(e.g. clevis shackles 
type CGS) and wire 
rope thimbles.

Type
W.L.L. for Chain Dimensions mm Weight

t 1 – leg 2 – leg 90° d t b kg

t db

KW-CAGF10 0.63 5 4 10 80 50 0.150
KW-CAGF13 1.55 6/7/8 5/6 13 110 60 0.340
KW-CAGF16 2.45 10 7/8 16 110 60 0.530
KW-CAGF18 3.55 – 10 18 135 75 0.800
KW-CAGF22 6.00 13/16 13 22 160 90 1.500
KW-CAGF26 8.00 18 16 26 180 100 2.300
KW-CAGF32 12.00 20 18 32 200 110 3.900

*KW-CAGF36 16.00 – 20 36 260 140 6.350

cromox Multi Master Link  CAKF. Grade 60 
for 3- and 4-leg chain slings. sand blasted. AISI 318LN (2205 
Duplex)

Type W.LL.
for Chain

Dimensions mm Weight

t
d

A

B

b

90° 120° d t b kg

*CAKF13/10 1.30 0.90 5
A 13 
B 10

110 
44

60 
25

0.520

KW-CAKF16/13 2.65 1.85 6
A 16 
B 13

110 
54

60 
25

0.970

KW-CAKF18/16 3.25 2.30 7/8
A 18 
B 16

135 
70

75 
34

1.600

KW-CAKF22/18 5.15 3.65 10
A 22 
B 18

160 
85

90 
40

2.760

*CAKF26/22 8.15 5.75 13
A 26 
B 22

180 
115

100 
50

4.450

*CAKF32/26 12.60 9.00 16
A 32 
B 26

200 
140

110 
65

7.550

*Not stocked. Available on request.
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These master links 
have a 
flattened section to 
allow the use of 
connectors  
(e.g. clevis shackles 
type CGS) and wire 
rope thimbles.

*Not stocked. Available on Request.
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cromox Oblong Master Link CAG. Grade 60  
1- and 2-leg. sand blasted. AISI 318LN (2205 Duplex)

Oblong Master Links and Multi Master Link  
without Flattened Section

Type
W.L.L. for Chain Dimensions mm Weight

t 1 – leg 2 – leg d t b kg

*CAG 6 0.23 – – 6 60 25 0.043
*CAG 8 0.40 4 – 8 54 30 0.070

t
db

KW-CAG10 0.63 5 4 10 80 50 0.150
KW-CAG13 1.55 6/7/8 5/6 13 110 60 0.340
KW-CAG16 2.45 10 7/8 16 110 60 0.530

*CAG 18 3.55 – 10 18 135 75 0.800
*CAG 22 6.00 13/16 13 22 160 90 1.500
*CAG 26 8.00 18 16 26 180 100 2.300
*CAG 32 12.00 20 18 32 200 110 2.900
*CAG 36 16.00 – 20 36 260 140 6.350

cromox Multi Master Link CAK. Grade 60  
3- and 4-leg. sand blasted. AISI 318LN (2205 Duplex)

Type W.L.L. t for Chain Dimensions mm Weight

t
d

A

B

b

90° 120° d t b kg

*CAK 10/ 8 0.80 0.60 4
A10 
B  8

80 
35

50 
19

0.240

*CAK 13/10 1.30 0.90 5
A13 
B10

110 
44

60 
25

0.520

KW-CAK16/13 2.65 1.85 6/7
A16 
B13

110 
54

60 
25

0.970

*CAK 18/16 3.25 2.30 8
A18 
B16

135 
70

75 
34

1.600

*CAK 22/18 5.15 3.65 10
A22 
B18

160 
85

90 
40

2.760

*CAK 26/22 8.15 5.75 13
A26 
B22

180 
115

100 
50

4.450

*CAK 32/26 12.60 9.00 16
A32 
B26

200 
140

110 
65

7.550

*Not stocked. Available on request.

Type
W.L.L. t Dimensions mm Weight

45° 60° d t b ca.kg

t d

A

B

b

d t

*CAKS16/13 1.80 1.25 A 16 
B 13

110 
110

60  
60 1.210

KW-CAKS16/16 2.40 1.70 A 16 
B 16

110 
110

60  
60 1.590

KW-CAKS18/16 3.25 2.25 A 18 
B 16

135 
110

75  
60 1.860

KW-CAKS22/18 5.00 3.50 A 22 
B 18

160 
135

90  
75 3.100

*CAKS26/22 8.50 5.95 A 26 
B 22

180 
160

100 
90 5.400

*CAKS32/26 10.75 7.50 A 32 
B 26

200 
180

110 
100 8.500

*CAKS36/32 13.60 9.50 A 36 
B 32

260 
200

140 
110 14.150

*Not stocked. Available on request.

cromox Multi Master Link for Ropes  
CAKS. Grade 60 blasted. AISI 318LN (2205 Duplex)
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cromox Shortener CVE. Grade 60 
tested. sand blasted 

Type
W.L.L. Dimensions mm Weight

t d t a kg

*CVE 04 0.40 17 74 32 0.170
*CVE 05 0.63 24 93 40 0.280
KW-CVE 06 0.90 25 112 45 0.455
*CVE 07 1.25 27 131 53 0.750
KW-CVE 08 1.55 28 148 56 1.000
KW-CVE 10 2.45 38 187 70 2.000
*CVE 13 3.85 48 243 91 4.500
*CVE 16 6.00 56 299 108 7.600
*CVE 18 8.00 67 336 122 9.500

Product Benefits:
•	 Simple Handling.
•	 Safety of use through special design.
•	 Repositioned flat section usuable in welded and 

modular systems.
•	 Weight optimised design.
•	 Grade 60, 4-fold safety.

Part Material

Body AISI 318LN
Bolt AISI 318LN
Safety Pin AISI 301

Shorteners & Connectors

NEW

*Not stocked. Available on request.

cromox Clevis Shackles CGS. Grade 60  
tested. sand blasted  

t

b

a

Type
W.I.L. Dimensions mm Weight

t t b a kg

*CGS04 0.40 19.0 15 6.5 0.060
*CGS05 0.63 21.0 17 7.0 0.072
KW-CGS06 0.90 26.0 20 7.0 0.160
KW-CGS08 1.55 30.0 23 9.0 0.230
KW-CGS10 2.45 40.0 28 11.0 0.460
KW-CGS13 3.85 48.0 38 14.0 0.675
KW-CGS16	 6.00 53.0 42 17.0 1.200

*CGS18 8.00 61.5 48 19.5 1.850

t

b

cromox Connecting Links. CVG. Grade 60 
tested. sand blasted 

Type
W.I.L. Dimensions mm Weight

t t b d kg

KW-CVG05 0.63 33 12 7.0 0.085
KW-CVG06 0.90 42 15 9.5 0.085
KW-CVG08 1.55 55 18 11.5 0.150
KW-CVG10 2.45 69 22 14.50 0.310
KW-CVG13 3.85 75 29 15.0 0.515
*KW-CVG16 6.00 92 36 18.5 0.980

Part Material

Body & Bolt AISI 318LN
Safety Pin & Spring AISI 301

*Not stocked. 

NEW

NEW

NEW

*Not stocked. Available on Request.
NEW

NEW

NEW
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Hooks. Self Locking and Safety Sling.

cromox Clevis Hooks CGHF. Grade 60  
with safety latch. sand blasted 

g

t

h

g

Type
W.L.L. Dimensions mm Weight

t t g h kg

KW-CGHF	 05  0.63 78 25 22 0.400
KW-CGHF	 06  0.90 78 25 22 0.400
KW-CGHF07/08  1.55 97 32 28 0.760
KW-CGHF10          2.45 121 40 34 1.440

*KW-176616GB 5.00 180 69 57 4.900
*Discontinued line.

cromox Eye Hooks COHF. Grade 60  
with safety latch. sand blasted

t

h

b

g

Type
W.L.L. Dimensions mm Weight

t t g b h kg

KW-COHF	 04 0.40 75 20 17 17 0.185
KW-COHF05/06 0.90 100 25 25 22 0.350
KW-COHF07/08 1.55 126 32 27 28 0.790
KW-COHF10 2.45 160 40 37 34 1.370
KW-COHF13 3.85 190 51 48 45 3.000
*COHF  16 	 6.00 230 66 55 51 4.800
*COHF  18 8.00 255 70 65 56 6.400
*Not stocked. Available on Request.
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cromox Self Locking Clevis Hooks CGSL. Grade 60  
similar to DIN EN 1677-3. sand blasted 

Type
W.L.L. Dimensions mm Weight

t t g h kg

KW-CGSL	 05  0.63 83 28 19 0.280
KW-CGSL	06  0.90 96 33 22 0.440

*CGSL07  1.25 109 37 25 0.640
KW-CGSL08 1.55 122 41 28 0.880
KW-CGSL10 2.45 148 50 34 1.600

cromox Self Locking Eye Hooks COSL. Grade 60  
similar to DIN EN 1677-3. sand blasted

Type
W.L.L. Dimensions mm Weight

t t g b h kg

KW-COSL05 0.63 93 28 24 19 0.270
KW-COSL06 0.90 108 33 25 22 0.410
KW-COSL07 1.25 122 37 27 25 0.600
KW-COSL08 1.55 137 41 28 28 0.850
KW-COSL10 2.45 166 50 38 34 1.500
KW-COSL13 3.85 220 66 48 45 3.500

*COSL 16 6.00 250 75 56 51 5.100

*Not stocked. Available on Request.

Part Material

Body AISI 318LN
Safety Latch AISI 318LN
Spring AISI 301
Bolt AISI 318LN
Safety Pin AISI 301

Advantages:
•	 Bionic Design - high WLL at favourable piece weight.
•	 Exchangeable safety mechanism.
•	 Best corrosion resistance through offshore approved materials entirely in stainless 

steel.

*Not stocked. Available on Request.

NEW

NEW
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Shackles

cromox D -Shackles CSA. Grade 60  
tested. bright polished. AISI 316L

Type W.L.L. Dimensions mm Weight

t a d t b kg

t

b

a

d

KW-CSA04 0.40 8 6.5 22.5 12 0.036
KW-CSA05 0.63 10 8 26 13.5 0.070
KW-CSA06 0.90 11 10 32 17 0.129
KW-CSA08 1.55 13 11 36.5 19 0.180
KW-CSA10 2.45 19 16 51 27 0.530
KW-CSA13 3.85 22.5 19 60.5 32 0.930
KW-CSA16 6.00 32 29 91 46 2.900

*CSA 18 8.00 35 32 100 51.5 4.150
*CSA 22 11.00 38 35 111 57 6.300
*CSA 26 16.00 51 45.5 146 73 9.100
*Not stocked, available on request.

cromox Safety D -Shackles CSS. Grade 60  
tested. bright polished. AISI 316L

Type
W.L.L. Dimensions mm Weight

t

b

d

t a d t b kg

KW-CSS04 0.40 8 6.5 22.5 12 0.041
KW-CSS05 0.63 10 8 26 13.5 0.078
KW-CSS06 0.90 11 10 32 17 0.136
KW-CSS08 1.55 13 11 36.5 19 0.195
KW-CSS10 2.45 19 16 51 27 0.630
KW-CSS13 3.85 22.5 19 60.5 32 1.001
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cromox Bow Shackles CSB. Grade 60  
tested. bright polished. AISI 316L

Type W.L.L. Dimensions mm Weight

t a d t b f kg

KW-CSB04 0.40 8 6.5 29 12 20.0 0.037
KW-CSB05 0.63 10 8 31 13.5 21.5 0.083
KW-CSB06 0.90 11 10 36.5 17 26 0.138
KW-CSB08 1.55 13 11 43 19 29.5 0.180
KW-CSB10 2.45 19 16 60.5 27 43 0.573
KW-CSB13 3.85 22.5 19 71 32 50.8 1.020
KW-CSB16 6.00 32 29 108 46 74 3.440

*CSB 18 8.00 35 32 119 51.5 82.5 4.680
*CSB 22 11.00 38 35 133 57 92 6.420
*CSB 26 16.00 51 44.5 178 73 127 14.88
*Not stocked, available on request.

cromox Safety Bow Shackles CSSB. Grade 60  
tested. bright polished. AISI 316L

Type
W.L.L. Dimensions mm Weight

t a d t b f kg

KW-CSSB04 0.40 8 6.5 29 12 20 0.044
KW-CSSB05 0.63 10 8 31 13.5 21.5 0.083
KW-CSSB06 0.90 11 10 36.5 17 26 0.138
KW-CSSB08 1.55 13 11 43 19 29.5 0.210
KW-CSSB10 2.45 19 16 60.5 27 43 0.660
KW-CSSB13 3.85 22.5 19 71 32 50.8 1.070

f
t

f
t

d

d

b

b
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h

g

b

Advantages: 
• Duplex material 1.4462 (AISI 318LN) ensures superior corrosion resistance 
• Ball bearings allow easy rotation even under full load 
• Large eyelet dimensions for multiple applications 
• Bionic design guarantees high admissible loads  
• Flattened section on the eyelet enables combination with cromox Clevis Shackles CGS

cromox Swivel Load Hooks with eyelet CWHB. 
Grade 60 blasted 

Type
W.L.L. Dimensions mm Weight

t t g b h kg

CWHB 4/5 0.63 120 20 40 16.0 0.650
CWHB 6/7 1.25 165 25 49 21.0 0.988
CWHB 8/10 2.50 235 40 64 33.0 2.710

Swivel Load Hooks and Spare Parts

Heavy-duty hook constructed with an integrated safety latch.
The latch itself is highly resistant to side buckling. If the hook becomes overloaded the latch will disengage.
The hook point is designed to prevent usage with the incorrect chain size while ensuring that the safety latch does not reduce 
hook admittance.

cromox Bolts and Pins CBP  
for CGHF & CGS. bright polished

Type
Dimensions mm Weight

d/l kg

CBP	 05 6 x 28 0.007
CBP   06	 8 x 28 0.010
CBP	 07 8 x 32 0.013
CBP	 08 10 x 32 0.020
CBP	 10 13 x 40 0.045
CBP	 13 16 x 45 0.070
CBP	 16 20 x 55 0.140

cromox Safety Latch 
Assembly CSG  
for CGHF & COHF. sand 
-blasted

Type
Weight

kg

CSG   04 0.026
CSG   05	/06 0.030
CSG   07/08  0.050
CSG   10 0.095
CSG   13 0.150
CSG   16 0.250
CSG   18 0.250

d

l

Part Material

Body AISI 318LN
Safety Latch AISI 318LN
Bolt AISI 318LN
Safety Pin AISI 301
Bracket AISI 318LN
Nut AISI 318LN
Washer AISI 318LN
Ball Bearings AISI 440C
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cromox Lifting Points.  
Stainless Grade 60

Lifting and Lashing Points  
by Ketten Wälder  
 
cromox Lifting and Lashing Points 
provide safety and durability for 
lifting and heavy-duty transports. 
Our tested hoisting points – 
weldable or with screw – satisfy 
the strictest requirements in all 
lashing and lifting-applications 
when used with our cromox sling 
chains.
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cromox Weldable Lifting Points CSAG.  
Grade 60  

Type
W.L.L. Dimensions mm Weight

t a b Ød kg

KW-CSAG05 0.5 33 30 10 0.165
KW-CSAG1 1.0 44 40 13 0.370
KW-CSAG2 2.0 52 55 16 0.955
*CSAG 3 3.0 74.5 70 18 1.275
*CSAG 5 5.0 87 81 22 2.135
*CSAG 8 8.0 100 93 26 3.555
*CSAG 10 10.0 110 105 32 6.015

cromox Swivel Lifting Eye Screws CDS.  
Grade 60 b

a
c

Type
W.L.L. Dimensions mm Thread

Across 
flats allen 

key
Weight

t a b c kg

CDS05 0.5 44.0 12.5 29.5 M 12 x 22 8 0.200
CDS1 1.0 49.5 14.0 32.5 M 16 x 25 10 0.310

*The above lifting eyes are also available with 50, 100 or 200mm of thread.
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cromox Weldable Lifting Points CSAG.  
Grade 60  

Type
W.L.L. Dimensions mm Weight

t a b Ød kg

KW-CSAG05 0.5 33 30 10 0.165
KW-CSAG1 1.0 44 40 13 0.370
KW-CSAG2 2.0 52 55 16 0.955
*CSAG 3 3.0 74.5 70 18 1.275
*CSAG 5 5.0 87 81 22 2.135
*CSAG 8 8.0 100 93 26 3.555
*CSAG 10 10.0 110 105 32 6.015

cromox Swivel Lifting Eye Screws CDS.  
Grade 60 b

a
c

Type
W.L.L. Dimensions mm Thread

Across 
flats allen 

key
Weight

t a b c kg

CDS05 0.5 44.0 12.5 29.5 M 12 x 22 8 0.200
CDS1 1.0 49.5 14.0 32.5 M 16 x 25 10 0.310

*The above lifting eyes are also available with 50, 100 or 200mm of thread.

cromox Swivel Lifting Point CDAW. 
Grade 60

d

a

t

Type
W.I.L. Dimensions mm Thread Weight

t a b c h i t kg
CDAW 05 0.5 66 42 31 16.5 11 100 M10 x 15 0.490
CDAW 1 1.0 66 42 31 16.5 11 100 M14 x 20 0.500
CDAW 2 2.0 100 50 53.5 26 20.5 127 M20 x 30 1.770
CDAW 3 3.0 100 50 53.5 26 20.5 127 M27 x 40 1.840
CDAW 5 5.0 120 60 64 31.5 26 146 M36 x 54 3.500
CDAW 8 8.0 150 85 80.5 38.5 30 180 M42 x 62 6.550
CDAW 10 10.0 171 98 92.5 44 35 207 M48 x 72 9.620
*Not stocked, all available on request.

Advantages:
•	 360° rotation and adjustable in any  

loading direction
•	 Flattened section for combination with CGS 
•	 Angle marks with indication (45°) on back 
•	 High tested fatigue-resistance
•	 Ring-body and screw are fracture tested using 

advanced detection techniques 
•	 W.L.L. marked on screw.
•	 Safety factor of 4, Grade 60
•	 Screw secured at ring-body to prevent loss 
•	 Duplex material 1.4462 (AISI 318LN) ensures 

superior corrosion resistance

360° rotation

180° pivotable

Allen Key 10 
Wrench 22

LIFTIN
G
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Lifting Points



P: 07 55 935 688                                                          F: 07 55 935 872

SECTION  FOUR

94
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cromox Pump Chains. Stainless Grade 60

Versatile Heavy-Duty Solutions  
 
cromox pump chains enable  
safe lifting and lowering  
of pumps and aeration devices. 
Accompanied with WLL-tag and 
certificate. In addition to our 
standard sizes. we offer 
customized solutions.

•  Two-leg system for pumps  
with 2 lifting points 

•	 Selection of end-fittings such 
as eye hooks. joining links. or 
shackles

•	 Custom segment lengths  
by request
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Type
W.L.L Master Link Chain Joining link

t mm mm mm

*CPK   3 0.20 5 x 42 x 22 3 x 14 -
KW-CPK4 0.40 8 x 54 x 30 4 x 16 5 x 22 x 9
KW-CPK5 0.63 10 x 80 x 50 5 x 15 6 x 26 x 13
KW-CPK6 0.90 13 x 110 x 60 6 x 18 8 x 35 x 19
KW-CPK7 1.25 13 x 110 x 60 7 x 21 8 x 35 x 19
KW-CPK8 1.55 13 x 110 x 60 8 x 24 10 x 44 x 25
KW-CPK10 2.45 16 x 110 x 60 10 x 30 13 x 54 x 25
KW-CPK13 3.85 22 x 160 x 90 13 x 39 16 x 70 x 34
KW-CPK16 6.00 22 x 160 x 90 16 x 48 18 x 85 x 40

*CPK 18 8.00 26 x 180 x 100 18 x 54 22 x 115 x 50
*CPKX 22 11.00 36 x 260 x 140 22 x 66 26 x 140 x 65
*CPKX 26 15.00 45 x 320 x 175 26 x 78 32 x 140 x 70

*Not stocked. 
Available On 
Request.

Standard Spacing ≈ 1.5m centres ; other lengths by 
request 
Custom fittings and fabrications available 
L 1 = Approx 1500mm + one additional masterlink

cromox Pump Chains CPK. Grade 60 
welded. tested. AISI316 / AISI318LN

Connecting link Master link

L 1  = Basis component L 2 = Extension = ie. 1.5m 

2-leg Extension with shackle
Customized 
edition

 

!
Many sizes available in full Duplex 
AISI 318LN on request!

PU
M
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A
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S

Part Material

Master Link AISI 318LN
Connecting Link AISI 318LN
Chain AISI 316L
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cromox Hoist Equipment.  
Stainless Grade 60

Chain Hoist Equipment  
and Accessories  
 

cromox chains for hand and  
motorized chain hoists and swivel 
hooks are individually tested by 
our technical staff to ensure qua-
lity and durability.  
A Certificate of Manufacturing 
Quality comes with every hoist 
chain and swivel hook.
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Type
W.L.L

t

Dimensions (mm) Load Chain
mm

Hand Chain
mm

Hoist 
Weight wit-
hout chain

No of 
fallsa min b c d

KW-CCH 63 0.63 375 150 150 60 CHK 6,3x19,1 NHC 5x25 6.1kg 1
KW-CCH 100 1.00 375 150 150 60 CHK 7,1x21,2 NHC 5x25 6.1kg 1
KW-CCH 200 2.0 560 175 150 150 CHK 7,1x21,2 NHC 5x25 7.7kg 2

cromox Manual Chain Hoist CCH. Grade 60

Advantages:
•	 Outstanding corrosion resistance through select 

materials and manufacturing.
•	 Sealed brake and gear unit to allow use in 

cleanroom.
•	 High fatigue-resistance 
•	 Swivel top hook, ball bearing swivel load hook.
•	 cromox load and hand chain. 
•	 Tested acc. to AS 1418.2
•	 Each block done as a custom setup for maximum 

customisation.

Chain Hoist

Part Material

Load Chain AISI 316L
Hand Chain AISI 316L
Housing AISI 316L
Pocketwheel load chain AISI 318LN
Pocketwheel hand AISI 316L
Screw AISI 318LN
Nut AISI 304
Washer AISI 316

NEW

Load Hook CWHF

Part Material

Body AISI 318LN
Safety Latch AISI 318LN
Spring AISI 301
Bolt AISI 318LN
Half Shell AISI 318LN
Screws/Nuts AISI 318LN
Safety Pin AISI 301
Ball Bearings AISI 440C

c
b

a

d
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Advantages:
•	 Designed to work with above chain blocks.
•   Various WLL‘s available.
•	 High variability to adopt to different beam 

widths starting at 55mm (custom on demand).
•	 Large attachment eye.
•	 High corrosion resistance as made completely of 

stainless steel.
•	 Sealed ball bearings.
•	 Suitable for clean rooms. 
•	 Tested acc. to AS 1418.2

Part Material

Body AISI 316L
Bolts AISI 316L
Washers AISI 316L
Nuts AISI 316L
Rollers AISI 316L
Bearings AISI 440C

NEW
cromox Hoist-Trolley CHT. Grade 60

Type
W.I.L. Dimensions mm Weight

t a x b c d e f s kg
KW-CHT 0.63 - 2.00 210 x x + 100 164 40 28 11 10 7.0 - 8.5
*Not stocked, all available on request.

f
s
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cromox Hoist Chains CHK. Grade 60  
similar to DIN 5684. tested. calibrated. bright polished

Precision manufacturing:
• Certification of Test and Inspection 

accompanies every chain
• Calibrated according to DIN 5684 stan-

dards
• Materials: Grade 60:1.4404 (AISI 316L) 
• Custom lengths and finishings

Type
W.L.L t Dimensions mm Weight breaking 

force
a b d t b1 min b2 max kg kN

	 CHK 	 4.0 x 12.0 0.40 0.32 4.0 12.0 5.0 13.7 0.350 16.0
	 CHK	  4.0 x 12.3 0.40 0.32 4.0 12.3 5.0 13.7 0.350 16.0
	 CHK	  5.0 x 15.0 0.63 0.50 5.0 15.0 6.0 16.9 0.540 25.2
	 CHK 	 5.0 x 15.1 0.63 0.50 5.0 15.1 6.3 17.0 0.540 25.2
	 CHK 	 5.0 x 15.3 0.63 0.50 5.0 15.3 6.0 16.8 0.540 25.2
	 CHK 	 6.0 x 18.0 0.95 0.75 6.0 18.0 7.2 20.2 0.800 37.5
	 CHK 	 6.3 x 19.1 1.00 0.80 6.3 19.1 7.9 21.4 0.860 40.0
	 CHK 	 7.0 x 21.0 1.25 1.00 7.0 21.0 8.4 23.6 1.100 50.0
	 CHK 	 7.0 x 22.0 1.25 1.00 7.0 22.0 8.4 23.0 1.100 50.0
	 CHK	    7.1 x 21.2 1.30 1.00 7.1 21.2 8.8 23.6 1.120 52.0
	 CHK	  8.0 x 24.0 1.60  1.25 8.0 24.0 9.6 27.0 1.400 63.0
	 CHK 	 8.0 x 24.2 1.60  1.25 8.0 24.2 9.6 27.0 1.400 63.0
	 CHK 	 9.0 x 27.0 2.00 1.60 9.0 27.0 10.8 30.4 1.800 80.0
	 CHK 	 9.5 x 28.5 2.30 1.85 9.5 28.5 11.0 31.2 2.000 92.0
	 CHK	 10.0 x 28.0 2.50 2.00 10.0 28.0 12.0 34.0 2.200 100.0
	 CHK 10.0 x 30.0 2.50 2.00 10.0 30.0 12.5 34.0 2.200 100.0
	 CHK	 11.2 x 34.0 3.15 2.57 11.2 34.0 14.0 38.0 2.800 126.0
   CXK 16.0 x 45.0 6.00 4.80 16.0 45.0 19.2 54.4 5.800 253.0
   CXK 18.0 x 50.0 8.10 6.48 18.0 50.0 21.6 61.2 7.300 321.0

*NHC	 5.0 x 24.0 – – 5.0 24.0 7.2 18.0 0.460 –
*NHC 	 5.0 x 25.0 – – 5.0 25.0 7.0 17.4 0.450 –
*NHC	 5.0 x 25.2 – – 5.0 25.2 7.0 17.4 0.450 –

a = Hand driven SF 4:1
b = Motor driven class 1 Bm SF 5:1
*Hand chain

b1b2

t t

d

This section  
on Request.

NEW

NEW

NEW

NEW
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cromox Swivel Load Hooks CWHF. Grade 60  
for direct connection to chain

Advantages: 
•	 Duplex body and latch AISI 318 LN 

ensures superior corrosion resistance
•	 Easy rotation under full load (ball bearings  
	 made of stainless steel AISI 440C)
•	 Fits chains hoists (hand and  
	 motorized) of various manufacturers 
•	 Superior Stainless Steel-grade 60
•	 Designed for moving heavy loads safely 
•	 Safe and efficient handling through  
	 compact. heavy-duty design
•	 Field-tested hook  
• Certificate EN 10204 -3.1 upon request

integrated lifting chain

Half shell. Duplex– AISI 318LN

Bionic design for  
stronger reinforcement

swivable under full load

Type
Fitting Chain W.L.L. Dimension mm Weight

mm t g kg

CWHF 40 4 x12/12.1/12.3 0.40 20 0.450
CWHF 50 5 x 15/15.1/15.3 0.63 20 0.450
CWHF  60 6 x 18/16.7 0.95 25 1.100
CWHF  63 6.3 x 19.1 1.00 25 1.100
CWHF  70 7 x 21/22 1.25 25 1.100
CWHF  71 7.1 x 20.5/21.2 1.30 25 1.100
CWHF 80 8.0 x 24/24.2 1.60 40 3.500
CWHF 90 9.0 x 27 2.00 40 3.500
CWHF 95 9.5 x 28.5 2.30 40 3.500
CHWF 100 10.0 x 28/30 2.50 40 3.500

This section  
on Request.

Part Material

Body AISI 318LN
Safety Latch AISI 318LN
Spring AISI 301
Bolt AISI 318LN
Half Shell AISI 318LN
Screws/Nuts AISI 318LN
Safety Pin AISI 301
Ball AISI 440C
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cromox Nautic Chain

cromox Nautic. Stainless

Windlass Anchor and  
Forerunner Chains

cromox anchor and forerunner 
chains offer superior durability  
and service life. 
• Duplex steel 1.4462 has double 

the breaking force compared to 
Grade 30

•	 Materials with an increased-
PRE value are suitable in warm 
seawater

•	 Increased weight savings and 
service life

•	 Smooth operation
• No “piling” inside anchor locker
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Material 
AISI 318LN

1.4307
AISI 304L

1.4401 
AISI 316

1.4404 
AISI 316L

1.4462 
AISI 318LN

PREN 16.5 – 20.26 23.1 – 28.5 23.1 – 28.5 30.85 – 38.07

CPT (°C) 10.0 24 – 27.5 24.0 – 27.5 27.5 – 34.5

Larger end-
links on both 
sides to guide 
the anchor to 
the bottom.

cromox Forerunnner Chains CKV  
AISI 318 LN. bright polished

Type
Dimensions mm Weight Bigger end 

links 

d t ca. kg/Stk.

CKV	 6 6 18.5 0.840 8 x 35 x 19
CKV	 8 8 24.0 3.190 10 x 44 x 25
CKV	 10 10 28.0 2.400 13 x 54 x 25
CKV	 13 13 36.0 4.100 16 x 70 x 34

L = ca. 1 m

L

cromox Windlass Anchor Chains CXP  
Grade 60 plus
similar to AS2321. tested. calibrated. Duplex AISI 318LN.  
bright polished

Type
Dimensions mm Weight Breaking 

Force

d t b1 min b2 max kg/m kN

*CXP 6 6 18.8 7.2 21.6 0.860 37.5

KW-CXP 8 8 23.8 9.6 27.0 1.400 63

KW-CXP 10 10 29.8 12.0 34.3 2.200 100

KW-CXP13 13 38.0 15.6 43.0 3.380 167

KW-CXP16 16 47.8 19.2 54.9 5.620 240.0

tt

d

b2 b1

Advantages of 
electropolishing 
Electrolytic polishing is an 
electro-chemical process for 
surface treatment which 
causes ferritic ions to leave the 
material surface. The intended 
purpose is to reduce the 
microroughness. Therefore 
dirt or product remains are 
much more unlikely to stick to 
the chain. The cleanability is 
improved. Electrolytic 
polishing is also used for 
deburring. buffing or 
passivating. 

The process effects a 
metallurgical clean surface 
without defects. The material‘s 
corrosion resistance is fully 
exploited.

cromox Nautic Anchor Chains 
have a 2 year guarantee 
against corrosion in the 
standard bright polished finish 
and a 3 year guarantee with an 
electro polished finish.

NEW

*Not stocked. Available on request.

*Not stocked. Available on request.
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cromox Kenter Shackle, CKS, Grade 60
AISI318LN (2205 Duplex), tested, blasted

Type
W.I.L. Dimensions mm Weight

t t b a kg

CKS 13 3.85 36 14,0 56 0.210
CKS 16 6.00 45 17.5 70 0.420
CKS 18 8.00 50 20.0 80 0.630

Product Benefits:
•	 Durable, reusable joining element.
•	 Simple assembly
•	 Best corrosion resistance. 
•	 Made of duplex AISI 318LN (2205 Duplex)

cromox Quick Connection Shackle,CSVS, Grade 
60
AISI318LN (2205 Duplex) tested, blasted

Type
W.I.L. Dimensions mm Weight

t t b a c kg

*CSVS 06 0.90 35 11 63 20 0.135
KW-CSVS08 1.55 42 13 75 25 0.255
KW-CSVS10 2.45 64 18 112 32 0.595
*CSVS 13 3.85 76 21 131 38 1.070
*CSVS 16 6.00 88 24 153 44 1.710

Product Benefits:
•	 Safety-optimized, appealing design.
•	 Custom design double locking.
•	 Free turning of locked bolt.
•	 Made of duplex AISI 318LN (2205 Duplex)

b

a t

c
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*Not stocked. Available on request.

*Not stocked. Available on request.
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Material Specification

Material number EN 10027-2

AISI 304L AISI 316 AISI 316L AISI 318LN

Steel type EN 
10027-1

X2CrNi  
18–9

X5CrNiMo 
17–12–2

 X2CrNiMo  
17 –12 –2

X2CrNiMoN 
22–5–3

Chemical composition (%)

C max. 0.03 0.07 0.03 0.03

Cr 17.5 – 19.5 16.5 – 18.5 16.5 –18.5 21.0 – 23.0

Ni 8.0 – 10.5 10.0 – 13.0 10.0 – 13.0 4.5 – 6.5

Mo – 2.0 – 2.5 2.0 – 2.5 2.5 – 3.5

others N ≤ 0.11 N ≤ 0.11 N ≤ 0.11 N 0.10 – 0.22

Mechanical properties

Strength Rm(Mpa) 500 – 700 500 – 700 500 – 700 650 – 880

Apparent yield 
point Rp 0.2(Mpa)

> 175 > 200 > 200 > 450

Hardness (Brinell) > 215 > 215 > 215 > 270

Physical properties

Magnetisable no/slightly no/slightly no/slightly yes

Weldable yes yes yes yes

Materials 
Before raw materials are made into chains and accessories. we 
carefully select only the best steels that adhere to our strict quality 
standards. Our products consist of 1.4404 (AISI 316L) (low-magnetic) 
or of 1.4462 (AISI 318 LN) (magnetic). such as hooks. safety latches. 
bolts. chains. master links. Safety pins are made of 1.4310 (AISI 302). 
springs of 1.4571 (AISI 316 TI). identification tags of 1.4301 (AISI 304). 
ropes of 1.4404 (AISI 316L) and ferrules of 1.4571 (AISI 316 TI).
1.4404 (AISI 316L) and 1.4462  (AISI 318 LN) offer excellent chemical 
and mechanical advantages. 
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